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Qualifications of preparer 5.1.3
Retained prescriptive requirements 5.3, 5.8.10, A5.3.1
Safety factors 5.7, 5.8.9, A5. 7
Special definitions 5.1.8

Performance criteria 5.2, 5.8.4, A.5.2.2
Definition 3.3.179, A3.3.179

Pemnanent structures (def"mition) 3.3.240.8; see also Membrane
structures, permanent

Personal care (dermition) 3.3.181, A3.3.181
Photoluminescent

Definition 3.3.182, A3.3.182
Signs 7.10.7.2, A7.10.7.2

Piers 11.5, A.l1.5
Pinrails 12.4.5.8

Definition 3.3.183
Place of assembly see Assembly occupancies
Plastic

Cellular or foamed see Cellular or foamed plastic
Light-transmitting 10.2.4.4, A.I0.2.4.4
Signs, mercantile occupancies 36.4.4.7, 37.4.4.7

Platfonns
Assembly occupancies 12.4.5, 13.4.5,

A.12.4.5.7. A.12.4.5.12, AI3.4.5.12
Definition 3.3.184, A3.3.184
Elevated 7.2.11.1 (3)
Temporary 12.4.5.2.1, 12.4.5.2.2

Definition 3.3.184.1
Plenum (dermitioltl) 3.3.185; see also Ducts, openings for
Pneumatic conveyors see Conveyors
Point of safety (deftnition) 3.3.186
Porches 7.5.3.1, 7.5.3.2, 24.2.5.4
Powered doors 7.2.1.9, A7.2.1.9
Prescriptive-based design option 4.4.2, Al.4.3
Previously approved 4.6.2

Definition 3.3.187
Primary means of escape

Lodging or rooming houses 26.2.1.1
One- and two-family dwellings 24.2.2.1.1, 24.2.2.2, 24.2.2.4
Residential board and care occupancies 32.2.2.2,

32.2.2.4, 33.2.2.2, 33.2.2.4
Private party tents see Tents
Professional engineer 31.3.5.12.3

Definition 3.3.189
Projection rooms 12.4.6, 13.4.6

Safety film, for 12.4.6.6, 13.4.6.6
Prompt evacuation capability see Evacuation capability
Proposed design (derIDition) 3.3.191, A3.3.191
Proscenium opening protection 12.4.5.7, 13.4.5.7, AI2.4.5.7
Proscenium walls 12.4.5.6

Definition 3.3.255.2
Public way A.7.7.1

Definition 3.3.193
Purpose of code 1.2, A1.2
Pyrotechnic devices, assembly occupancies 12.7.3, 13.7.3,

AI2.7.3(3) (a), AI3.7.3(3) (a)
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lRailings see also Handrails

Existing assembly occupancies 13.2.11.1, 13.4.8.6, 13.4.9.3
New assembly occupancies 12.2.11.1, 12.4.8.6,

12.4.9.3, AI2.2.11.1.1
Ramps 7.2.5, A7.2.5.6.1, A.7.2.5.6.2

Definition 3.3.194, A3.3.194
Details 7.2.5.3
Dimensional criteria 7.2.5.2
Drop-offs 7.2.5.3.3
Enclosure/protection 7.2.5.5
Existing apartment buildings 31.2.2.6
Existing assembly occupancies 13.2.2.6, Table 13.2.3.2,

13.2.5.6.4 to 13.2.5.6.9, 13.2.5.8.1, AI3.2.5.6.4 to
AI3.2.5.6.9, AI3.2.5.8.1
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Existing business occupancies 39.2.2.6
Existing day-care occupancies 17.2.2.6
Existing detention and correctional occupancies 23.2.2.6,

23.2.3.2
Existing educational occupancies 15.2.2.6
Existing health care occupancies 19.2.2.6,19.2.3.2,

19.2.3.4, 19.2.3.5, AI9.2.3.4
Existing hotels and dormitories 29.2.2.6
Existing mercantile occupancies 37.2.2.6
Existing residential board and care occupancies 33.3.2.2.6
Exit discharge 7.7.4
Guards/handrails 7.2.5.4
Industrial occupancies 40.2.2.6
Landings 7.2.5.3.2
New apartment buildings 30.2.2.6
New assembly occupancies 12.2.2.6, Table 12.2.3.2,

12.2.5.6.4 to 12.2.5.6.9,12.2.5.8.1, A.12.2.5.6.4 to
AI2.2.5.6.9, AI2.2.5.8.1

New business occupancies 38.2.2.6
New day-care occupancies 16.2.2.6
New detention and correctional occupancies 22.2.2.6, 22.2.3.2
New educational occupancies 14.2.2.6
New health care occupancies 18.2.2.6, 18.2.3.4, 18.2.3.5,

AI8.2.3.4, AI8.2.3.5(1), A.18.2.3.5(4)
New hotels and dormitories 28.2.2.6
New mercantile occupancies 36.2.2.6
New residential board and care occupancies 32.3.2.2.6
One- and two-family dwellings 24.2.2.2, 24.2.5
Outside 7.2.5.6
Parking structures 42.8.2.2.6, 42.8.3.1.1.3, A42.8.3.1.1.3(3)
Performance-based design option 5.3.2(5)
Storage occupancies 42.2.2.6
Travel distance to exit 7.6.2

Rating
Fire protection (definition) 3.3.195.1
Fire resistance see Fire resistance rating

Reconstruction 43.1.1(4),43.1.2.1,43.1.3.3,43.1.3.4,
43.1.4.1, 43.2.2.1.4, 43.6, 43.8.1.3, A43.6.2.2 (2); see also
Rehabilitation

Definition 3.3.196
Historic buildings 43.10.4

References Chap. 2, 4.6.6, A4.6.6, Annex B
Registered architect (derInition) 3.3.197
Registered design professional (RDP) 5.1.3

Definition 3.3.198
Regular stages 12.4.5.3.1; see also Stages

Definition 3.3.233.2
Rehabilitation work Chap. 43; see alsoAdditions; Categories of

rehabilitation work; Change of occupancy classification;
Change of use; Modification; Reconstruction;
Renovation; Repair

Applicable requirements 43.1.2
Application of code 4.6.7, A.4.6.7.4, A4.6.7.5
Classification of 4.6.7.1,43.1.1
Compliance 43.1.4
Historic buildings see Historic buildings
Smoke compartments, health care occupancies. 18.4.3.2, 18.4.3.3

Rehabilitation work area 43.1.3.3, 43.1.3.4, 43.2.2.4,
43.5.2.3,43.5.2.4,43.6.1.3,43.6.1.4

Definition 3.3.17.6
Extinguishing systems 43.6.4

Rehabilitation work areas
Alarms and alarm systems 43.6.5
Guards 43.6.2.7
Handrails 43.6.2.6
Means of egress requirements 43.6.2.4, 43.6.2.5

Relocation area 4.7.5
Relocation dri.BJ.s see Drills, emergency egress/fire
R.enovation .... 43.1.1(2),43.1.2.1,43.1.4.1,43.2.2.1.2,43.4,43.8.1.3;

see also Construction; Rehabilitation work
Definition 3.3.200
Existing ambulatory health care occupancies 21.1.1.4.3



INDEX HH-423

Existing detention and correctional occupancies 23.1.1.4
Existing health care occupancies 19.1.1.4,

A.19.1.1.4.3.3, A.19.1.1.4.3.4
Historic buildings 43.10.4
New ambulatory health care occupancies 20.1.1.4.3
New detention and correctional occupancies 22.1.1.4

Nonsprinklered existing building renovations 22.4.4,
A.22.4.4.3 to A.22.4.4.13.2

New health care occupancies 18.1.1.4, 18.4.3,
A.18.1.1.4.3.3, A.18.1.1.4.3.4, A.18.4.3.1

Repair ......... 43.1.1 (1),43.1.2.1,43.1.4.1,43.2.2.1.1,43.3,43.8.1.3;
see also Rehabilitation

Definition 3.3.201
Historic buildings 43.10.3, 43.10.4

Repair operations 4.6.10, A.4.6.10.1, A.4.6.10.2; see also
Construction

Ambulatory health care occupancies 20.1.1.4.4, 20.7.9,
21.1.1.4.4,21.7.9

Health care occupancies 18.1.1.4.4, 18.7.9, 19.1.1.4.4, 19.7.9
Rescue windows see Windows
Residentialboanll arnd care occupmdes see also Existing residential

board and care occupancies; New residential board and
care occupancies

Apartment buildings, suitability of 32.4, 33.4, A.32.4, A.33.4
Classification of occupancy 6.1.9, A.6.1.9.1
Definition 3.3.168.12,6.1.9.1, A.3.3.168.12, A.6.1.9.1
Occupant load factor Table 7.3.1.2
Separation of occupancies Table 6.1.14.4.1 (b)

Residential! board and care residents
Definition 3.3.203
Training 32.7.2, 33.7.2

Residential!lnousmg area see Detention and correctional residential
housing area

Residentia.ll occupaIlldes see also specific occupancies,
e.g. Apartment buildings

Classification of occupancy 6.1.8, A.6.1.8.1.1 to A.6.1.8.1.4
Definition 3.3.168.13, 6.1.8.1,

A.3.3.168.13, A.6.1.8.1.1 to A.6.1.8.1.4
Occupant load factor Table 7.3.1.2

Revolving dooll'S 7.2.1.10
Apartment buildings 30.2.2.2.3, 31.2.2.2.3
Assembly occupancies 12.2.2.2.7,13.2.2.2.7
Business occupancies 38.2.2.2.8, 39.2.2.2.8
Hotels and dormitories 28.2.2.2.3, 29.2.2.2.3
Mercantile occupancies 36.2.2.2.8, 37.2.2.2.8

Risers, smfur'
Aisles 12.2.5.6.6, 12.2.5.6.7, 13.2.5.6.6
Height ofriser 7.2.2.2.3.2 (1), 7.2.2.2.3.3 (2),

7.2.2.3.5, 7.2.2.3.6, A. 7.2.2.3.5
Slope under tread 7.2.2.3.3.3

Roofs
Alternating tread devices 7.2.11.1 (1)
Exit access by means of 7.5.3.1
Exit discharge to 7.7.6
Fire escape stairs 7.2.8.3.3
Membrane structures

Permanent 11.9.1.2, 11.9.1.5, 11.9.2.3, 11.9.2.4
Temporary 11.10.1.4, 11.10.4.3, 11.10.4.4

Roof vents 12.4.5.5.2, 13.4.5.5.2
Rooming hm.nses see Lodging or rooming houses
Rubbish chutes see Chutes, laundry or rubbish
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Safe location (def'mition) 3.3.205
Safety factor (dlef'mition) 3.3.206
Safety man-gm (def'mition) 3.3.207
Sally port 22.2.5.4, 23.2.5.4

Definition 3.3.208
Scenery

Existing assembly occupancies 13.7.4, A.13.7.4.3
New assembly occupancies 12.7.4, A.12. 7.4.3

Scope of code 1.1, A.1.1
Screen/storm dooll'S 7.2.1.4.6
Seating

Aisle accessways
Existing assembly occupancies 13.2.5.5, 13.2.5.7,

A.13.2.5.5, A.13.2.5.7
New assembly occupancies 12.2.5.5, 12.2.5.7,

A.12.2.5.5, A.12.2.5.7
Aisles serving

Existing assembly occupancies 13.2.5.6, 13.2.5.8,
A.13.2.5.6.3 to A.13.2.5.6.9, A.13.2.5.8.1 to A.13.2.5.8.3

New assembly occupancies 12.2.5.6, 12.2.5.8,
A.12.2.5.6.3 toA.12.2.5.6.9, A.12.2.5.8.1 to A.12.2.5.8.3

Festival
Definition 3.3.209.1, A.3.3.209.1
Requirements 12.2.5.4.1

Fixed 12.7.9.1,13.7.9.1
Definition 3.3.209.2

Folding and telescopic 12.4.9, 13.4.9
Definition 3.3.209.3
Guards and railings 12.4.9.3, 13.4.9.3
Maintenance and operation of 12.7.11, 13.7.11

Grandstands 12.4.8.2, 13.4.8.2
Occupant load factor 7.3.1.3.2
Smoke-protected assembly

Definition 3.3.209.4
Existing assembly occupancies 13.4.2, A.13.4.2
New assembly occupancies , 12.4.2, A. 12.4.2

Unsecured 12.7.9.2, 13.7.9.2
Secondary means of escape

Lodging or rooming houses 26.2.1.2
One- and two-family dwellings 24.2.2.1.2, 24.2.2.3, A.24.2.2.3
Residential board and care occupancies 32.2.2.3, 33.2.2.3,

A.32.2.2.3.1 (3), A.33.2.2.3.1 (3)
Secwity vestibule see Sally port
Self-dosmg

Definition 3.3.210
Doors 7.2.1.8, 7.2.1.9.2, 8.3.3.3, 8.4.3.5,

8.5.4.4,8.7.1.3,9.6.3.2.3, A.7.2.1.8.1, A.8.5.4.4,
A.9.6.3.2.3

Ambulatory health care occupancies 20.2.2.3, 20.2.2.4,
20.3.7.1 (3), 21.2.2.3, 21.2.2.4, 21.3.2.1, 21.3.7.1 (3),
21.3.7.9, A.21.3.7.9

Health care occupancies 18.1.1.4.1.1, 18.2.2.2.6,
18.2.2.2.7, 18.3.6.3.9, 18.3.7.9, 18.4.3.7.2.2, 19.1.1.4.1.1,
19.2.2.2.6 to 19.2.2.2.9, 19.3.6.3.9, A.18.2.2.2.6,
A.18.3.7.9, A.19.2.2.2.6, A.19.2.2.2.8

Residential board and care occupancies 32.3.3.7.17,
33.3.3.6.6.1, 33.3.3.6.6.2, A.32.3.3.7.17

Service openings 8.6.8.4
Seif-Iwninous (def"mition) 3.3.211, A.3.3.211
Self-preservation (day-care occuparncy) (dertnitiorn) 3.3.212,

A.3.3.212
Sensitivity aIlla.llysis see Analysis
Separate atmosphere (def'mition) 3.3.21.2
Separated occupancies 6.1.14.1.1 (2),6.1.14.4

Definition 3.3.168.14, 6.1.14.2.3
Separation of means of egress 7.1.3, A.7.1.3.2.1 (1) to A.7.1.3.2.3

Exit access corridors 7.1.3.1
Exits 7.1.3.2, A.7.1.3.2.1 (1) to A.7.1.3.2.1 (6) (b)

Service eqrnpmelllt
Existing assembly occupancies 13.3.2.1
Membrane structures

Permanent 11.9.5
Temporary 11.10.7

New assembly occupancies 12.3.2.1
Tents 11.11.6

Severe mobility impairment (def'mition) 3.3.216
Shafts 8.6.4; see also Vertical openings
Shalll. (def"nnition) 3.2.6
Shoulld (defInition) 3.2.7
Signal initiation see Alarm initiation
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Signs see also Identification signs; Means of egress marking
Occupant load, assembly occupancy 12.7.9.3
Plastic, mercantile occupancies 36.4.4.7, 37.4.4.7

Single fIre source, assumption of 4.3, A.4.3
Single station alann see Alarms and alarm systems
SI units 1.5
Sleeping rooms, separation of

Lodging/rooming houses 26.3.5
Residential board and care occupancies 32.3.3.6,

33.3.3.6, A32.3.3.6
Sleeping suites (health care occupancies) 18.2.5.6,19.2.5.6,

A18.2.5.6.1.3(A) toA18.2.5.6.3.2(C), A19.2.5.6.1.2 to
A19.2.5.6.3.2 (B)

Definition 3.3.241.2.2
Slide escapes 7.2.10

Capacity 7.2.10.2
Industrial occupancies 40.2.2.11
Storage occupancies 42.2.2.10

Sliding doors, horizontal 7.2.1.14
Slip resistance

Fire escape stairs 7.2.8.4.2
Means of egress walking surface 7.1.6.4, A7.1.6.4

Slow evacuation capability see Evacuation capability
Smoke alarms see Alarms and alarm systems
Smoke barriers 8.5, 8.6.1, A8.5.1 to A8.5.4.4; see also Building

spaces, subdivision of
Accessible means of egress 7.5.4.6
Definition 3.3.24.2, A3.3.24.2
Doors in 8.5.4.1 to 8.5.4.4, 18.3.7.7 to 18.3.7.9,

19.3.7.7 to 19.3.7.11, 20.3.7.9 to 20.3.7.13, 21.3.7.9 to
21.3.7.11,22.3.7.2,22.3.7.6(2),22.3.7.8,22.3.7.9,
23.3.7.2,23.3.7.6,23.3.7.8,23.3.7.9,32.3.3.7.13 to
32.3.3.7.19, A8.5.4.1, A8.5.4.4, A18.3.7.7, A18.3.7.9,
A19.3.7.7.1, A19.3.7.9, A20.3.7.9, A21.3.7.9,
A.23.3.7.6(1), A.32.3.3.7.13 to A.32.3.3.7.18

Existing apartment buildings 31.3.7
Existing detention and correctional occupancies 23.3.7,

A.23.3.7.1 to A.23.3.7.6(1)
Existing health care occupancies 19.3.7,

21.3.7.5 to 21.3.7.11, A19.3.7.4(2) to A19.3.7.9,
A21.3.7.9

Existing hotels and dormitories 29.3.7.1 to 29.3.7.4
New detention and correctional occupancies 22.3.7,

A22.3.7.1(2) toA22.3.7.6(l)
New health care occupancies 18.3.7,20.3.7, A18.3.7, A20.3.7.9
Penetrations/openings in 8.3.4.2,8.5.4 to 8.5.6, A8.3.4.2
Reconstruction projects , 43.6.3
Residential board and care occupancies 32.3.3.7,

33.3.3.7, A32.3.3.7.10 to A32.3.3.7.18
Smoke compartments see Compartments
Smoke control 9.3,9.6.5.2(3),13.4.5.5.1, A.9.3.1

Ambulatory health care occupancies 20.7.7, 21.7.7,
A20. 7. 7, A21.7.7

Atriums 8.6.7(5), 8.6.7(6), A8.6.7(5), A8.6.7(6)
Detention and correctional occupancies 22.4.4.12.2,

23.4.1.2, A22.4.4.12.2 (2), A23.4.1.2 (2)
Health care occupancies 18.7.7, 19.7.7, A18.7.7, A19.7.7
Mercantile occupancies 36.4.4.9, A36.4.4.9
Smoke-protected assembly seating 12.4.2.1 (2)
Stages 12.4.5.5.1, 13.4.5.5.1

Smoke dampers see Dampers, smoke
Smoke detectors and detection systems

Alarms for 9.6.2.9, A9.6.2.9.3
Complete 9.6.2.8
Definition 3.3.223
Door closing action initiated by see Self-closing
Elevator recall 9.6.3.2.1, A9.6.3.2.1
Existing apartment buildings 31.3.4.5
Existing assembly occupancies 13.4.7.4, 13.4.7.6
Existing day-care homes 17.6.3.4.3
Existing detention and correctional occupancies ~ 23.3.4.4,

23.3.7.12, 23.4.5.2.3, 23.4.5.2.4(2), A23.3.4.4.3
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Existing residential board and care occupancies 33.3.3.4.8
Heating, ventilating, and air conditioning shut down 9.6.3.2.2,

A9.6.3.2.2
New assembly occupancies 12.4.7.4, 12.4.7.6
New day-care homes 16.6.3.4.2, 16.6.3.4.3
New day-care occupancies 16.3.4.5
New detention and correctional occupancies 22.3.4.4,

22.3.7.12, 22.4.4.9.2, 22.4.5.2.3, 22.4.5.2.4(2), A22.3.4.4
New health care occupancies 18.3.4.5.3, 18.3.6.1,

A18.3.4.5.3, A18.3.6.1 (3)
New hotels and dormitories 28.3.4.4
New residential board and care occupancies 32.3.3.4.8
One- and two-family dwellings 24.3.4
Smoke dampers, closing of 8.4.6.4, 8.5.5.7

Smoke partitions 8.3.4.2, 8.4, A8.3.4.2, A8.4.1 to A8.4.6.2
Definition 3.3.225, A3.3.225
Educational occupancies 14.3.7.1, 15.3.7.1

Smokeproof enclosures 7.2.3, A7.2.3.9.1
Access 7.2.3.6
Apartment buildings 30.2.2.4, 31.2.2.4, 31.2.11.1, A31.2.11.1
Assembly occupancies 12.2.2.4, 13.2.2.4
Business occupancies 38.2.2.4, 39.2.2.4
Day-care occupancies 16.2.2.4, 17.2.2.4
Definition 3.3.226, A3.3.226
Detention and correctional occupancies 22.2.2.4, 23.2.2.4
Discharge 7.2.3.5
Door closers 7.2.3.11
Educational occupancies 14.2.2.4, 15.2.2.4
Elevators, area ofrefuge access 7.2.12.2.4, A7.2.12.2.4
Health care occupancies 18.2.2.4, 19.2.2.4
Hotels and dormitories 28.2.2.4, 29.2.2.4
Industrial occupancies 40.2.2.4
Mercantile occupancies 36.2.2.4, 37.2.2.4
Parking structures 42.8.2.2.4
Residential board and care occupancies 32.3.2.2.4, 33.3.2.2.4
Stair pressurization 7.2.3.9, 7.2.3.10, A7.2.3.9.1
Standby power 7.2.3.12
Storage occupancies 42.2.2.4
Testing 7.2.3.13
Ventilation 7.2.3.7, 7.2.3.8, 7.2.3.10, 7.2.3.12

Smoke-protected assembly seating see Seating
Smoking

Assemblyoccupancies 12.7.8, 13.7.8
Health care occupancies 18.7.4, 19.7.4,

20.7.4, 21.7.4, A.18.7.4, A19. 7.4, A20.7.4, A21.7.4
Residential board and care occupancies 32.7.4, 33.7.4,

A32.7.4.1, A33.7.4.1
Special amusement buildings

Definition 3.3.28.10, A3.3.28.10
Existing assembly occupancies 13.4.7, A13.4.7
Exit marking 13.4.7.7, A.13.4.7.7.3
Interior finish 12.4.7.8, 13.4.7.8
Means of egress marking 12.4.7.7, A12.4.7.7.3
New assembly occupancy 12.4.7, A12.4.7

Special hazard protection 8.7, A.8.7.1.1 to A8.7.5
Special inspections 9.8

Definition 3.3.227
Special-purpose industrial occupancy see Industrial occupancies
Special structures 6.1.1.2, Chap. 11; see also High-rise buildings

Application 11.1.1
Classification of occupancy 11.1.4
Corridors 11.3.3.6, 11.4.3.6
Detection/alarm/communication systems 11.2.3.4,

11.3.3.4, 11.4.3.4
Elevators 11.3.2.2.2
Emergency lighting 11.2.2.9, 11.3.2.9, 11.4.2.9
Exit discharge 11.2.2.7, 11.3.2.7, 11.4.2.7
Exits, number of 11.2.2.4, 11.3.2.4, 11.4.2.4, 11.5.2, A11.3.2.4
Exit travel distance 11.2.2.6, 11.3.2.6, 11.4.2.6
Extinguishment requirements 11.2.3.5, 11.3.3.5, 11.4.3.5
Fire escape ladders 11.2.2.2.1, 11.3.2.2.1
General requirements 11.1
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Hazard of contents, classification of 11.1.5
Hazards, protection from 11.2.3.2, 11.3.3.2, 11.4.3.2
Interior finish 11.2.3.3, 11.3.3.3, 11.4.3.3
Limited access structures 11.7, A11.7.2
Means of egress arrangement 11.2.2.5, 11.3.2.5, 11.4.2.5, 11.5.3
Means of egress capacity 11.2.2.3, 11.3.2.3, 11.4.2.3
Means of egress components 11.2.2.2, 11.3.2.2, 11.4.2.2
Means of egress illumination 11.2.2.8, 11.3.2.8, 11.4.2.8
Means of egress marking 11.2.2.10, 11.3.2.10, 11.4.2.10
Means of egress requirements 11.2.2, 11.3.2, 11.4.2,

11.5.2, 11.5.3, Al1.2.2, All.3.2.4
Occupant load 11.1.7
Open structures 11.2, A11.2.2
Piers 11.5, A.l1.5
Protection 11.2.3, 11.3.3, 11.4.3
Towers 11.3, A.11.3.1.3.1 (2)
Underground structures 11.7, A11.7.2
Vehicles and vessels 11.6, A11.6
Vertical openings, protection of 11.2.3.1,11.3.3.1, 11.4.3.1
Water-surrounded structures 11.4

Specifications
Design 5.4, 5.8.3, A5.4.1 to A5.4.10

Definition 3.3.231.1, A.3.3.231.1
Input data 5.4.2.1 to 5.4.2.3, 5.5.4.1 to 5.5.4.3

Definition 3.3.231.2
Spiral stairs 7.2.2.2.3

Apartment buildings 30.2.2.3.3, 31.2.2.3.3
Assemblyoccupancies 12.2.2.3.2.2, 12.2.4.8, 13.2.2.3.2.2,

13.2.4.8
Business occupancies 38.2.2.3.2, 39.2.2.3.2
Detention and correctional occupancies 23.2.2.3.2
Industrial occupancies 40.2.2.3.2
Mercantile occupancies 37.2.2.3.3
One- and two-family dwellings 24.2.5.5
Storage occupancies 42.2.2.3.2

Sprinkllers 9.7.1, A9.7.1.1, A9.7.1.3
Existing ambulatory health care occupancies 21.3.5.2
Existing apartment buildings 31.3.5.4, 31.3.5.5,

31.3.5.9,31.3.5.11, A31.3.5.11
Existing health care occupancies 19.3.5.4
Impairment procedures 9.7.6.2
Interior finishes and 10.1.2, 10.2.8
New ambulatory health care occupancies 20.3.5.2
New apartment buildings 30.3.5.6
New health care occupancies 18.3.5.5, 18.3.5.9,

18.3.6.1 (1), AI8.3.5.5, A.18.3.5.9
New hotels and dormitories 28.3.5.4., 28.3.5.6
Penetrations for 8.3.5.6.3(3), 8.5.6.4

SprinkIell' systems 7.1.11, 8.1.2, 9.7,A9.7.1.1 toA9.7.6; see also
Hazards, protection from

Alarms for 9.6.2.5, 9.6.2.7, 9.7.2, A9.6.2.5, A.9.7.2.1
Atriums 8.6.7(1), 8.6.7(4), 8.6.7(6), A8.6.7(1)(c), A8.6.7(6)
Bulk merchandising retail buildings 36.4.5.5, 37.4.5.5
Communicating spaces 8.6.6(4), 8.6.6(5)
Convenience openings 8.6.8.6, A8.6.8.6(2)
Door closing action initiated by see Self-closing
Exhibits 12.7.5.3.7, 13.7.5.3.7, AI2.7.5.3.7.1 (3)
Existing ambulatory health care occupancies 21.3.5.2
Existing apartment buildings 31.3.2.1.2, 31.3.4.2.2,

31.3.4.2.4, 31.3.5, A31.3.5.3 to A.31.3.5.12.2
Existing assembly occupancies 13.3.5,13.4.2.1 (1),

13.4.4,13.4.5.7.6,13.4.5.10,13.4.7.2,13.4.7.3, 13.4.7.6,
13.7.5.3.7, AI3.4.2.1 (1) (b), A.13.4.7.2

Existing day-care occupancies 17.3.5, 17.3.6
Existing detention and correctional occupancies 23.3.2.3,

23.3.5.2, 23.3.5.3, A23.3.5.2
Existing educational occupancies 15.3.5, 15.3.6, AI5.3.6(2)
Existing health care occupancies 19.1.1.4.3.3, 19.2.3.3,

19.3.5, 19.3.6.1, AI9.1.1.4.3.3, AI9.3.5.3 to A.19.3.5.9,
AI9.3.6.1 (3) to AI9.3.6.1 (7)

Existing hotels and dormitories 29.3.5, A29.3.5.3
Existing mercantile occupancies 37.3.5.1, 37.4.5.5

Existing residential board and care occupancies 33.2.3.5,
33.3.3.5.1 to 33.3.3.5.5, A.33.2.3.5, A33.3.3.5.1

High-rise buildings 11.1.8
Historic buildings 43.10.4.5, 43.10.4.11
Industrial occupancies 40.4
Lodging or rooming houses 26.2.1.3,

26.3.1.1.2, 26.3.6, A26.3.6.3.3
Maintenance/testing 9.7.5
New ambulatory health care occupancies 20.3.5.2, 20.3.6.2.2
New apartment buildings 30.3.5, 30.3.6.3.2, 30.3.7.2
New assembly occupancies 12.4.2.1, 12.4.5.10,

12.4.7.2, 12.4.7.3, 12.4.7.6, AI2.4.2.1 (1) (b), AI2.4.7.2
New day-care occupancies 16.3.5, 17.3.6
New detention and correctional occupancies 22.3.5.2, 22.3.5.3
New educational occupancies 14.3.5,14.3.6, 14.3.7.2(2)
New health care occupancies 18.1.1.4.3.3, 18.3.5,

18.3.6.1(1),18.3.6.1(4),18.3.7.2(4),18.4.3.4,
18.4.3.6.3.2(1), 18.4.3.8, AI8.1.1.4.3.3, AI8.3.5.1 to
AI8.3.5.9

New hotels and dormitories 28.3.5
New mercantile occupancies. 36.3.5.1,36.3.5.2,36.4.4.10,36.4.5.5
New residential board and care occupancies 32.2.3.5,

32.3.3.5.1,32.3.3.5.4, A32.2.3.5
One- and two-family dwellings 24.3.5, A24.3.5
Out-of-service 9.7.6.1
Rehabilitation work areas 43.6.4.1 to 43.6.4.3
Shutdown 9.7.6, A9.7.6
Special amusement buildings 12.4.7.2,

12.4.7.3,12.4.7.6, AI2.4.7.2
Special structures 11.1.8, 11.3.1.3.1, Al1.3.1.3.1 (2)
Storage occupancies 42.4
Supervision 9.7.2.1, A.9.7.2.1

Staflf
Bulk merchandising retail buildings, training ... 36.4.5.6, 37.4.5.6
Day-care occupancies 16.7.5, 17.7.5, AI6.7.5, AI7.7.5
Existing ambulatory health care occupancies 21.7.1,

21.7.2, A21.7.1.4, A21.7.2.1
Existing business occupancies 39.7.2
Existing detention and correctional occupancies 23.7.1,

A23.7.1.2, A23.7.1.3
Existing health care occupancies 19.7.1,19.7.2,

A19.7.1.4, AI97.2.1
Existing hotels and dormitories 29.7.1, 29.7.2,

A29.7.1.1, A.29.7.1.2
Existing mercantile occupancies 37.4.5.6,37.7.2
Existing residential board and care occupancies 33.7.1, 33.7.6

Definition 3.3.232
New ambulatory health care occupancies 20.7.2, A20.7.2.1
New business occupancies 38.7.2
New detention and correctional occupancies 22.7.1,

A.22.7.1.2, A.22.7.1.3
New health care occupancies 18.7.1.8, 18.7.2, AI8.7.2.1
New hotels and dormitories 28.7.1, 28.7.2, A28.7.1.1, A28.7.1.2
New mercantile occupancies 36.4.5.6, 36.7.2
New residential board and care occupancies 32.7.1, 32.7.6

Definition 3.3.232
Performance-based design, staff assistance requirement '" 5.4.5.5,

A5.4.5.5
Stages 12.4.5, 13.4.5, 14.3.2.3, 15.3.2.3,

A.12.4.5.7. AI2.4.5.12, AI3.4.5.12
Accessory rooms 12.4.5.4
Definition 3.3.233
Fire protection 12.4.5.10, 12.4.5.12,

13.4.5.10, 13.4.5.12, AI2.4.5.12, AI3.4.5.12
Flame-re~ardantrequirements 12.4.5.11, 13.4.5.11
Legitimate '" 12.4.5.3.2

Definition 3.3.233.1
Proscenium opening protection 12.4.5.7, 13.4.5.7, AI2.4.5.7
Proscenium walls 12.4.5.6

Definition 3.3.255.2
Regular 12.4.5.3.1

Definition 3.3.233.2
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Smoke control 12.4.5.5.1
Standpipes 12.4.5.12, 13.4.5.12, A.12.4.5.12, A.13.4.5.12
Ventilators 12.4.5.5, 13.4.5.5

Stair descent device (defInition) 3.3.234, A.3.3.234
Stairs .. 7.2.2, A. 7.2.2.2.1.1 (2) to A.7.2.2.6.5; see also Fire escape stairs;

Spiral stairs; Swinging stairs; Vertical openings
Accessible means of egress 7.5.4.4
Aisles 12.2.5.6.4 to 12.2.5.6.9, 12.2.5.8.1,

13.2.5.6.4 to 13.2.5.6.9, 13.2.5.8.1, A.12.2.5.6.4 to
A.12.2.5.6.9, A.12.2.5.8.1, A.13.2.5.6.4 to A.13.2.5.6.9,
A.13.25.8.1

Areas of refuge 7.2.12.2.3, A.7.2.12.2.3
Bulkhead enclosure 24.2.7.2
Curved 7.2.2.2.2
Details 7.2.2.3
Dimensional criteria 7.2.2.2, A.7.2.2.2.1.1 (2),

A. 7.2.2.2.1.2 (B), A.7.2.2.2.4
Discharge 7.7.3, 7.7.4
Enclosures see Enclosures
Existing apartment buildings 31.2.2.3
Existing assembly occupancies 13.2.2.3, Table 13.2.3.2,

13.2.5.6.4 to 13.2.5.6.9, 13.2.5.8.1, A.13.2.2.3.1 (1),
A.13.2.5.6.4 to A.13.2.5.6.9, A.13.2.5.8.1

Existing business occupancies 39.2.2.3
Existing day-care occupancies 17.2.2.3,

17.7.3.2, A.17.2.2.3, A.17.7.3.2
Existing detention and correctional occupancies 23.2.2.3
Existing educational occupancies 15.2.2.3, 15.7.3.1,

A.15.2.2.3, A.15.7.3.1
Existing health care occupancies 19.2.2.3
Existing hotels and dormitories 29.2.2.3, 29.2.7.2, A.29.2.7.2
Existing mercantile occupancies 37.2.2.3
Existing residential board and care occupancies 33.2.2.4,

33.2.2.6, 33.3.2.2.3, A.33.2.2.6.3
Exposures 7.2.2.5.2, A.7.2.2.5.2
General 7.2.2.1
Guards 7.2.2.4, A.7.2.2.4.1.4 to A.7.2.2.4.5.3
Handrails 7.2.2.4, A.7.2.2.4.1.4 to A.7.2.2.4.5.3
Historic buildings 43.10.4.7,43.10.4.9,43.10.5.7,43.10.5.9
Industrial occupancies 40.2.2.3
Interlocking (scissors) 7.5.1.4, A.7.5.1.4.2
Landings 7.2.2.3.1.2, 7.2.2.3.2, 7.2.2.3.3, A.7.2.2.3.3.2
Lodging or rooming houses· 26.2.2
New apartment buildings 30.2.2.3
New assembly occupancies Table 12.2.3.2,

12.2.5.6.4 to 12.2.5.6.9, 12.2.5.8.1, 112.2.2.3,
A.12.2.2.3.1 (1), A.12.2.5.6.4 to A.12.2.5.6.9, A.12.2.5.8.1

New business occupancies 38.2.2.3
New day-care occupancies 16.2.2.3, 16.7.3.2,

A.16.2.2.3, A.16.7.3.2
New detention and correctional occupancies 22.2.2.3
New educational occupancies 14.2.2.3,

14.7.3.1, A.14.2.2.3, A.14.7.3.1
New health care occupancies 18.2.2.3
New hotels and dormitories 28.2.2.3
New mercantile occupancies 36.2.2.3
New residential board and care occupancies 32.2.2.4,

32.2.2.6, 32.3.2.2.3, A.32.2.2.6.3
One- and two-family dwellings 24.2.2.2,24.2.2.3.1,24.2.5
Outside see Outside stairs
Parking structures 42.8.2.2.3
Performance-based design option 5.3.2(4)
Pressurized 7.2.3.9, 7.2.3.10, 9.6.5.2(2), A.7.2.3.9.1
Protection of. 7.2.2.5, 7.2.2.6.3, 7.2.2.6.4, A.7.2.2.5.2 to A.7.2.2.5.4
Rehabilitation work areas 43.6.2.6.2, 43.6.2.7.2
Risers see Risers, stair
Separation of 7.2.2.6.3
Signs 7.2.2.5.4, A. 7.2.2.5.4
Storage occupancies 42.2.2.3, 42.7.2.1, 42.7.2.2
Travel distance to exit 7.6.2, A.7.6.2
Treads see Treads, stair
Types 7.2.2.2.2 to 7.2.2.2.4
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Usable space under 7.2.2.5.3, A.7.2.2.5.3
Winders 7.2.2.2.4, A.7.2.2.2.4

Apartment buildings 30.2.2.3.4, 31.2.2.3.4
Business occupancies 39.2.2.3.4
Industrial occupancies 40.2.2.3.3
Lodging or rooming houses 26.2.2.4
Mercantile occupancies 37.2.2.3.4
One- and two-family dwellings 24.2.5.5
Residential board and care occupancies .. 32.2.2.6.2, 33.2.2.6.2
Storage occupancies 42.2.2.3.3, 42.8.2.2.3.2

Stakeholder (defInition) 3.3.235
Standby power 9.1.3, 9.1.4

Air-supported, air-inflated structures 11.9.3.3, A.11.9.3.3.1
Elevators 7.2.13.7, A.7.2.13.7
High-rise buildings 11.8.4
Membrane structures, temporary 11.10.5.3
Smokeproof enclosures 7.2.3.12

Standpipe and hose systems 9.7.4.2
Existing detention and correctional occupancies 23.3.5.5,

23.3.5.6
Maintenance and testing 9.7.5
New detention and correctional occupancies 22.35.5, 22.3.5.6
New residential board and care occupancies 32.3.3.9
Rehabilitation work area 43.6.4.5 to 42.6.4.7
Stages 12.4.5.12, 13.4.5.12, A.12.4.5.12, A.13.4.5.12

Storage facilities
Bulk merchandising retail buildings 36.4.5.3, 37.4.5.3
Existing assembly occupancies 13.3.2.1
New assembly occupancies 12.3.2.1
Separation of occupancies Table 6.1.14.4.1 (b)

Storage occupancies Chap. 42; see also Parking structures
Aircraft storage hangars, provisions for 42.6, A.42.6
Alternating tread devices 42.2.2.11
Application 42.1.1
Areas of refuge 42.2.2.12
Building services 42.5
Bulk storage elevators 42.7, A.42.7
Classification of occupancy 6.1.13, 42.1.4, A.6.1.13.1
Corridors 42.3.6
Definition 3.3.168.15, 6.1.13.1, A.3.3.168.15, A.6.1.13.1
Detection/alarm/communication systems 42.3.4
Doors 42.2.2.2
Elevators/escalators/conveyors 42.5.3
Emergency lighting 42.2.9
Exit discharge 42.2.7
Exit passageways 42.2.2.7
Exits, horizontal 42.2.2.5, A.42.2.2.5.2
Exits, number of 42.2.4, 42.7.2
Exit travel distance 42.2.6, A.42.2.6
Extinguishment requirements 42.4
Fire escape ladders 42.2.2.9
Fire escape stairs '" 42.2.2.8
Furnishings/bedding/decorations 42.9
General requirements 42.1, A.42.1.7
Grain storage elevators 42.7, A.42.7
Hazard of contents, classification of 42.1.5
Heating, ventilating, and air conditioning 42.5.2
High-rise buildings 42.4
Interior finish 42.3.3
Means of egress arrangement 42.2.5
Means of egress capacity 42.2.3
Means of egress components 42.2.2, 42.8.2.2, A.42.2.2.5.2
Means of egress illumination 42.2.8
Means of egress marking 42.2.10
Means of egress requirements 42.2,42.6,42.7,42.8.2,

A.42.2.1.2 to A.42.2.6, A.42.6, A.42.7
Multiple occupancies 42.1.2
Occupant load Table 7.3.1.2, 42.1.7, A.42.1.7
Protection 42.3
Ramps 42.2.2.6
Rubbish/laundry chutes, incinerators 42.5.4
Slide escapes 42.2.2.10
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Smokeproof enclosures 42.2.2.4
Special provisions 42.4
Stairs 42.2.2.3
Underground spaces 42.7.4
Utilities 42.5.1
Vertical openings, protection of 42.3.1

Stored enectrical energy systems 9.1.4
StoJrm dooJrS 7.2.1.4.6
Story

Accessible means of egress 7.5.4.7
Definition 3.3.237
Means of egress, number of 7.4.1.1,7.4.1.2,7.4.1.4
Occupiable (definition) 3.3.237.1, A3.3.237.1

Street (def"mition) 3.3.238
Street floor (def"mitioll1l) 3.3.239, A3.3.239
StnnctarraR integrity objective '" 4.2.2
Structures

Air-inflated see Air-inflated structures
Air-supported see Air-supported structures
Definition 3.3.240, A3.3.240
Limited access see Limited access structures
Membrane see Membrane structures
Multilevel play see Multilevel play structures
Open see Open structures
Open parking see Open parking structures
Permanent (definition) 3.3.240.8
Temporary (definition) 3.3.240.9
Tensioned-membrane see Tensioned-membrane structures
Underground see Underground structures
Water-surrounded see Water-surrounded structures

Suites see also Guest suites
Health care occupancies

Definition 3.3.241.2
Non-sleeping suite

Definition 3.3.241.2.1
Sleeping suite

Definition 3.3.241.2.2
Supervision, sprinlkller system 9.7.2.1, A9.7.2.1
Swinging stairs 7.2.8.7, A7.2.8.7
Systems

Effectiveness of 4.2.3
Elevator evacuation system

Capacity 7.2.13.2
Definition 3.3.242.1

Escape device or system see Escape devices or systems
Standpipe see Standpipe and hose systems

-'f-
TechnkanJly infeasibne 43.2.2.5

Definition 3.3.243
Tenescopk seatill1lg see Seating
Temporary platforms see Platforms
Temporary stJrnctwres (def"mitioll1l) 3.3.240.9; see also Membrane

structures, temporary
Tensi.oned-membrane structures 11.9.2

Definition 3.3.240.10
Maintenance and operation 11.9.4, 11.10.6
Temporary 11.10.1.3, 11.10.4

Tents 11.11
Definition 3.3.247, A3.3.247
Fire extinguishing equipment 11.11.5
Fire hazards 11.11.4
Flame propagation performance 11.11.2
General 11.11.1
Location and spacing 11.11.3
Private party (definition) 3.3.247
Services 11.11.6

Electric heaters 11.11.6.2
Fired heaters 11.11.6.1

Testing 4.6.12, A.4.6.12.3
Alarms and alann systems 9.6.1.3, 9.6.1.5, A9.6.1.5

Ambulatory health care occupancies 20.7.6, 21.7.6
Elevators 9.4.6
Emergency lighting 7.9.3, 7.10.9.2
Exit signs 7.10.9
Fire protection systems 9.8
Foamed plastics 10.3.7, AI0.3.7
Health care occupancies 18.7.6,19.7.6
Interior finish 10.2.7, AIO.2.7.2, A.IO.2.7.3
Smoke control systems 9.3.1, A9.3.1
Smokeproof enclosure ventilation equipment 7.2.3.13
Sprinkler systems " 9.7.5
Standpipes 9.7.5
Structural elements and building assemblies,

fire resistance of 8.2.3.1, A8.2.3.1
Textile wall/ceiling materians 10.2.4.1,12.7.5.3.4(5),

13.7.5.3.4, AI0.2.4.1; see also Interior finish
Theater seating see Seating
Therman barriers (def"mitimll) 3.3.24.3, A3.3.24.3
TIme anJlowed for compliance 4.6.5
litne of code 1.1.1
ToweJrS 11.3, Al1.3.1.3.1 (2)

Definition 3.3.249
Elevators 7.2.13.1, A7.2.13.1
Tread devices, alternating 7.2.11.1(3)

Transfer grilles/transoms/louvers
Apartment buildings 30.3.6.4, 31.3.6.4
Health care occupancies 18.3.6.4, 19.3.6.4
Historic buildings 43.10.4.5, 43.10.5.4
Hotels and dormitories 28.3.6.4, 29.3.6.4
Residential board and care occupancies 32.2.3.6.3,

32.3.3.6.6, 33.2.3.6.3
Travel distance see Exit travel distance
Treads, starr see also Alternating tread devices

Aisles 12.2.5.6.5, 12.2.5.6.7, AI2.2.5.6.5(3)
Depth 7.2.2.2.2, 7.2.2.2.3.2(2),

7.2.2.2.3.3(4), 7.2.2.3.5, 7.2.2.3.6, A7.2.2.3.5
Existing assembly occupancies 13.2.5.6.5,

AI3.2.5.6.5(3), AI3.2.5.6.5(5)
Slope 7.2.2.3.4, A7.2.2.3.4
Surfaces 7.2.2.3.3, A7.2.2.3.3.2
Tripping hazards 7.2.2.3.3.2, A 7.2.2.3.3.2

Trim and incidental f"mish 10.2.5
Tu.urnsilles 7.2.1.11

Existing assembly occupancies 13.2.2.2.8, 13.2.2.2.9
New assembly occupancies 12.2.2.2.8, 12.2.2.2.9

Two-fam.illy dwelling uruits (def"mition) 3.3.55.3; see also One- and
two-family dwelling units

-u-
Uncertainty ananysis see Analysis
Umllergrmmd spaces, storage occupancies 42.7.4
Underground structures

Assemblyoccupancies 12.4.3, 13.4.3
Business occupancies 38.4.1, 39.4.1
Day-care occupancies 16.4.1, 17.4.1
Definition 3.3.240.11, A3.3.240.11
Detention and correctional occupancies 22.4.2, 23.4.2
Educational occupancies 14.4.1, 15.4.1
Mercantile occupancies 36.4.1,37.4.1
Special provisions 11.7, All.7.2

Units of measu.urement 1.5
Upholstered fwniwre see Furnishings
Use, change of 4.6.11

Definition 3.3.34
Use Conditions Kto V

Existing detention and correctional
occupancies 23.1.4.1 to 23.1.4.3,
A23.1.4.1 to A23.1.4.3(2)

New detention and correctional occupancies 22.1.4,
A22.1.4.1 to A.22.1.4.3(2)
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Utilities " , 9.1
Ambulatory health care occupancies 20.5.1, 21.5.1
Apartment buildings 30.5.1, 31.5.1
Assembly occupancies 12.5.1, 13.5.1
Business occupancies 38.5.1, 39.5.1
Day-care occupancies 16.5.1, 17.5.1
Detention and correctional occupancies 22.5.1, 23.5.1
Educationaloccupancies 14.5.1, 15.5.1
Health care occupancies 18.5.1, 19.5.1
Hotels and dormitories 28.5.1,29.5.1
Industrial occupancies 40.5.1
Lodging houses 26.5.1
Mercantile occupancies 36.5.1, 37.5.1
Parking structures 42.8.5.1
Residential board and care occupancies 32.2.5.1,

32.3.6.1,33.2.5.1,33.3.6.1
Rooming houses 26.5.1
Storage occupancies 42.5.1

-v-
Vemdes

Applicability of code to 1.3.2
Exposition facilities, displayed in 12.7.5.4, 13.7.5.4
Special provisions 11.6.1

Ventilation see also Heating, ventilating, and air conditioning
Projection rooms 12.4.6.8, 13.4.6.8
Smokeproof enclosures 7.2.3.7, 7.2.3.8, 7.2.3.10, 7.2.3.12
Smoke-protected assembly seating 12.4.2.1(2),13.4.2.1(2)
Stages 12.4.5.5, 13.4.5.5

Verification method (derIDition) 3.3.253
Vertical openings see also Chutes, laundry or rubbish

Ambulatory health care occupancies 20.3.1, 21.3.1
Apartment buildings 30.3.1, 31.3.1
Assembly occupancies 12.3.1, 13.3.1, A.12.3.1 (1), A.13.3.1 (1)
Business occupancies 38.3.1, 39.3.1
Communicating spaces 8.6.6, A.8.6.6(7)
Convenience openings 8.6.8, A.8.6.8.2 (4), A.8.6.8.6(2)
Day-care occupancies 16.3.1, 16.6.3.1, 17.3.1, 17.6.3.1
Definition 3.3.254, A.3.3.254
Detention and correctional occupancies 22.3.1,

22.4.4.6,23.3.1, A.22.3.1 (2), A.22.4.4.6.2, A.22.4.6.4,
A.23.3.1.2.1 to A.23.3.1.3

Educationaloccupancies 14.3.1,15.3.1
Fire protection features Table 8.3.4.2, 8.3.4.3,

8.6, A.8.6.2 to A.8.6.10.2(2)
Fundamental requirements 4.5.5
Health care occupancies 18.3.1, 19.3.1
Hotels and dormitories 28.3.1, 29.3.1
Industrial occupancies 40.3.1
Lodging houses 26.3.1, A.26.3.1.2
Mercantile occupancies 36.3.1, 37.3.1
Parking structures 42.8.3.1, A.42.8.3.1.1.3 (3)
Residential board and care occupancies 32.2.3.1,

32.3.3.1,33.2.3.1,33.3.3.1
Rooming houses 26.3.1, A.26.3.l.2
Service openings, closing devices for 8.6.8.4

Special structures 11.2.3.1, 11.3.3.1, 11.4.3.1
Storage occupancies 42.3.1

Vessels, marine 1.3.2, 11.6.2
Vestibules 7.2.3.4, 7.2.3.6, 7.7.2.5
Vmyl wall or ceiling coverings, expanded 10.2.4.2, A.I0.2.4.2
Visual protection

Fire escape stairs 7.2.8.5
Outside ramps 7.2.5.6.1
Outside stairs 7.2.2.6.2, A. 7.2.2.6.2

-w-
Waiting spaces

Existing assembly occupancies 13.1.7.2
New assembly occupancies 12.1.7.2

Walls . .see also Corridor wall construction; Interior wall/ceiling finish
Fire, penetrations of 8.3.5, A.8.3.5.1, A.8.3.5.6.3(l) (c)
Fire barrier .. 8.3.2, 8.6.2, A.8.3.2.1.1, A.8.6.2; see also Fire barriers;

Hazards, protection from
Definition 3.3.255.1
Penetrations of 8.3.5, A.8.3.5.1, A.8.3.5.6.3(l) (c)

Openings in see Penetrations/openings
Proscenium 12.4.5.6

Definition 3.3.255.2
Water accumulation

Outside ramps 7.2.5.6.2
Outside stairs 7.2.2.6.5, A.7.2.2.6.5

Waterspray deluge systems 13.4.5.7.5
Water-surrounded structures 11.4

Definition 3.3.240.12
Weathered-membrane material (def'mition) 3.3.150.4
Wmders, stair see Stairs
Wmdows 7.2.1.1.2, A.7.2.1.1.3; see also Outside windows

Day-care occupancies 16.2.11.1, 17.2.11.1
Educational occupancies 14.2.11.1,

15.2.11.1, A.14.2.11.1, A.15.2.11.1
In fire barriers 8.3.3, A.8.3.3.2, A.8.3.3.6
Fire window assemblies 8.3.3, Table 8.3.4.2, 8.5.4.5,

19.3.6.2.7,20.3.7.1(4),20.3.7.7,21.3.7.1(4),A.8.3.3.2,
A.8.3.3.6, A.8.3.4.2

Definition 3.3.19.2
Wood, fire-retardant treated

Definition 3.3.93

-y-
Yards

Definition 3.3.258
Exit discharge 7.7.1.1, 22.2.7.1, 22.2.7.2, 23.2.7.1, 23.2.7.2

-Z-
Zoned Egress, Use Condition ][I

Existing detention and correctional occupancies 23.1.4.1.2
New detention and correctional occupancies 22.1.4.1.2

Zoned Impeded Egress, Use Condition III
Existing detention and correctional occupancies 23.1.4.1.3,

23.1.4.2, A.23.1.4.2
New detention and correctional occupancies 22.1.4.1.3,

22.1.4.2, A.22.1.4.2
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Tentative Interim Amendment

NFPA lOl®

LifeSafetyCode®
2006 Edition

Reference: A.12.3.4.3.4
TIA06-2 (NFPA 101)
(SC 06-7-18/Log No. 843)

Pursuant to Section 5 of the NFPA Regulations Governing ConHnitteeProjects, the National Fire
Protection Association has issued the following Tentative InterimAmendment to NFPA 101® Life Safety
Cod!9, 2006 edition. The TIA was processed by the Safety to Life Committee and was issued by the
Standards Council on]uly 28,2006, with an effective date of August 19, 2006.

A Tentative Interim Amendment is tentative because it hasnotbeen processedthrough the entire
standards-making procedures. It is interim because itis effective only between editions of the
standard. A TIA automatically becomes a proposal of the proponent for the nextedition of the
standard; as such, it then is subject to all of the procedures ofthe standards.,making process.

1. Add an asterisk to 12.3.4.3.4 and add advisory annex text as follows:

A.12.3.4.3.4Automatic occupant notification in assemblyqccllpancieswithoccupant load sufficient
to require a fire alarm system is problematic. The physical configuration (including large-volume
spaces) of assembly venues and. the human behavior characteristics of the occupants (including
elevated levels.of occupant-generated noise) .. present challepges to effective occupantnotification by a
voice communication system in compliance with NFPA72@,NationalFirIjAlarm,Codr!$). The technical
committee responsible for the assembly occupancy chapters()f this Code seriously deliberated the
subject of mandating occupant notification strictly in accordance with NFPA 72 during recent revision
cycles, in particular during the processing of the 2006 edition. when publicproposals and comments
were received on the subject. The deliberations resulted in .thecgmmittee action of retaining the
requirements in place which permit the occupant notification voice announcement to be made per
12.3.4.3.4 via an approved voice communication or public address system, provided with emergency
power, that is audible above the ambient noise levelof the asselllblyoccupancy.

The technical committee acted to maintain the occupant notification prOVisions that have been in the
Code for numerous editions for the following reasons:

(1) The effective day-to-day operation ofassembly occupancy venues is highly reliant on the
functionality of the public address system, thus ensuring reliability comparable to that found in a
typical NFPA 72 notification system.

(2) The acoustical performance of the public address system.is sllperior to the performance
capabilities of listed fire alarm notification equipment as applied to large volume spaces.

(3) The public address systemis designed, installed, and maitltained to have the tremendous power to
be heard over crowd noises and performances.

(4) The large assembly areas are characterized by the lack of fire separation.

(Continued)
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Reference: A.36.3.4.3.1 (2), A.3
TIA 06-3 (NFPA 101)
(SC 06-7-19/Log No. 845)

Pursuant to Section 5 of the NF
Protection Association has issue
Code®, 2006 edition. The TIA w
Standards Council onJuly 28, 2

A Tentative Interim Amendment i
standards-making procedures. It'
standard. A TIA automatically
standard; as such, it then is subject

1. Add an asterisk to 36.3.4.3.1 (2), 36.4.
for new mercantile occupancies as follows:

A.36.3.4.3.1 (2) It is not the intent of
with the requirements of 9.6.3 of t
permitted to be made utilizing live
announcements and messages, pr
precedence over other system uses
systems provide a means to relay
fashion. Such information mig
of conditions including unauth
conditions that might require t
impact of such conditions to r
installed, and maintained as

It is also recognized that eva
as actuation of a smoke dete
locally controlled. Such an .
condition, and might not
address system permits tra'
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distant from or otherwise ade
movement of large numbers 0

detected condition.

It should be noted that the in
provisions of 9.6.2 of this C
Although the standard alar
arrangements is not manda
to provide an effective and su
nature of the occupancy, the
voice command messages, and

A.36.4.4.4.3.1(3) It is not t
comply with the requireme
are permitted to be made uti



ions for fire and other emergencies take
occ ncy re ires that these voice address

buil occupants in a reliable fashion.
nd security staff to address a variety of conditions

ical emergen' ,and other conditions that
occupants. frequency and impact of such

address systems be designed, installed, and

announcements and messages, provided
precedence over other system uses. The
systems provide a means to relay clear, co
Such information might include the dire
including unauthorized entry, theft, lost
might require the evacuation or relocation
conditions to routine operations mandate t
maintained as highly reliable systems.

It is also recognized that evacuation of a I ot be able in many instances such as
actuation of a smoke detector or sprinkler isolated incident that can be easily and locally
controlled. Such an incident might not be ous to the occ not intimate with the condition,
and might not require the response of the buildi A live voice public address system
permits trained staff to announce spec' to buil nts to achieve necessary action in
the affected area without requiring action occupants be safely distant from or otherwise
adequately protected from the emergency The movement of large numbers of
people has the potential to be a greater h an that of the detected condition.

It should be noted that the initiation of th arm is required to comply with the appropriate provisions
of 9.6.2 of this Code, and that the alarm be indicated at a continuously attended location. Although the
standard alarm system notifications are per ed, the use of these types of notification arrangements
is not mandatory since the live voice publ ress system has b shown over time to provide an
effective and sufficient means to provide e communic s considering the nature of the
occupancy, the characteristics of building oc to hear and res to specific voice command
messages, and the ambient noise levels e ted in these occupancy classifications.

A.36.4.5.4.3(2) It is not the intent of 36.4.5.4.3(2) to require occupant notification systems to comply
with the requirements of 9.6.3 of this nouncements for fire and other emergencies are
permitted to be made utilizing live voice s systems that are routinely used for public
announcements and messages, provided .ons for fire and other emergencies take
precedence over other system uses. The nature 0 t e occupancy re uires that these voice address
systems provide a means to relay clear, concise information to bui g occupants in a reliable fashion.
Such information might include the dir ofsales and u to address a variety of conditions
including unauthorized entry, theft, los ren, medical ergencies, and other conditions that
might require the evacuation or relocation f building occupants. The frequency and impact of such
conditions to routine operations mandate that public address systems be designed, installed, and
maintained as highly reliable systems.

It is also recognized that evacuation of a large ty might not be desirable in many instances such as
actuation of a smoke detector or sprinkler hea an isolated incident that can be easily and locally
controlled. Such an incident might not be us to the oc ts not intimate with the condition,
and might not require the response of the entire buildin . A live voice public address system
permits trained staff to announce specific' . n pants to achieve necessary action in
the affected area without requiring action t be safely distant from or otherwise
adequately protected from the emergency incident. he unnece movement of large numbers of
people has the potential to be a greater hazard than that of the d ed condition.

It should be noted that the initiation larm is required to ly with the appropriate provisions
of 9.6.2 of this Code, and that the ala ndicated at onti attended location. Although the
standard alarm system notifications are f th of notification arrangements
is not mandatory since the live voice public address sys wn over time to provide an
effective and sufficient means to provide emergency commUlllca considering the nature of the
occupancy, the characteristics of building ants to hear and nd to specific voice command
messages, and the ambient noise levels expected in these occupancy classifications.

2. Add an asterisk to 38.3.4.3 (2) and add new annex text to chapter 38for new business occupancies as follows:

A.38.3.4.3(2) It is not the intent of 38.3.4.3 (2) to require occupant notification systems to comply with
the requirements of 9.6.3 of this Code. Announcements for fire a emergencies are permitted
to be made utilizing live voice pub ress s s that are ly for public announcements
and messages, provided that notificatio for fi nd other emergencies take precedence over other
system uses. The nature of the occupa requires that these voice address systems provide a means to
relay clear, concise information to bui! in a reliable fashion. Such information might
include the direction of security staff and ted employees to dress a variety of conditions
including unauthorized entry, theft, medical emergencies, and ot conditions that might

(Continued)



require the evacuation or relocation of building occupants. The frequency and impact of such
conditions to routine operations mandate that public address systems be designed, installed, and
maintained as highly reliable systems.

It is also recognized that evacuation of a large facility might
as actuation of a smoke detector or sprinkler head for an is
locally controlled. Such an incident might not be hazar
condition, and might not require the response of the
address system permits trained staff to announce specific
necessary action in the affected area without requiri actl
distant from or otherwise adequately protected from t e eme
movement of large numbers of people has the potential to be
detected condition.

e desirable in many instances such
cident that can be easily and
ccupants not intimate with the

.on. A live voice public
g occupants to achieve

t might be safely
cy III The unnecessary
ater hazard than that of the

It should be noted that the initiation of the alarm is require omply with the appropriate
provisions of 9.6.2 of this Code, and that the alarm be in at a continuously attended location.
Although the standard alarm system notifications are per the use of these types of notification
arrangements is not mandatory since the live voice public system has been shown over time
to provide an effective and sufficient means to provide eme cy communications considering the
nature of the occupancy, the characteristics of building occupa to hear and respond to specific
voice command messages, and the ambient noise levels ex in these occupancy classifications.
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Sequence ofEvents Leading to Publit:tJtion
ofan NFPA Committee Document

Call goes out for proposals to amend eXISting document or for
recommendations on new document.

Committee meets to act on proposa1s, to develop its own pr<r
posals, and to prepare its report.

•
Committee votes on proposals by letter ballot. H tw<rthirds ap­

prove, report goes forward. Lacking tw<rthirds
approval, report returns to committee.

•
Report - Repurt on Proposals (ROP) - is published for public

review and comment.

Committee meets to act on each public comment received.

•
Committee votes on comments by letter ballot. H tw<rthirds

approve, supplementary report goes forward.
Lacking two-thirds approval, supplementary report returns to

committee.

•
Supplementaryreport- Repurt on Comments (ROC) - is pub­

lished for public review.

•
NFPA membership meets (Annual or Fall Meeting) and acts

on committee report (ROP or ROC).

•
Committee votes on any amendments to report approved at

NFPA Annual or Fall Meeting.

•
Appeals to Standards Council on Association action must be

filed within 20 days of the NFPA Annual or Fall Meeting.

•
Standards Council decides, based on all evidence, whether
or not to issue standard or to take other action, including

upholding any appeals.

Committee Membership C1DssifU:ations

The following classifications apply to Technical Commit­
tee members and represent their principal interest in the
activity of a committee.
M Manufadtl:rer:A representative ofa maker or marketer of

a product, assembly, or system, or portion thereof, that
is affected by the standard.

U User. A representative of an entity that is subject to the
provisions of the standard or that voluntarily uses the
standard.

11M Installer/Maintainer. A representative of an entity that is
in the business ofinstallingor maintaining a product, as­
sembly, or system affected by the standard.

L LoJxJr: A labor representative or employee concerned
with safety in the workplace.

R/T Applied Research/Testing Laboratory: A representative of
an independent testing laboratory or independent al'
plied research organization that promulgates and/or
enforces standards.

E Enforcing Authority: A representative of an agency or
an organization that promulgates and/or enforces
standards.

I Ins-u:ranee: A representative of an insurance company,
broker, agent, bureau, or inspection agency.

C Consumer: A person who is, or represents, the ultimate
purchaser ofa product, system, or semce affected by the
standard,butwhoisnotincludedinthe Userclassification.

SE specialE:cpert: A person not representing any of the pre­
vious classifications, butwho has special expertise in the
scope of the standard or portion thereof.

NOTE 1: "Standardw connotes code, standard, recommended
practice, or guide.

NOTE 2: A representative includes an employee.

NOTE 3: While these classifications will be used by the Stan­
dards Council to achieve a balance for Technical Committees,
the Standards Council may determine that new classifications
of members or unique interests need representation in order
to foster the best possible committee deh"berations on any
project. In this connection, the Standards Council may make
such appointments as it deems appropriate in the public inter­
est, such as the classification of"Utilitiesw in the National Elec­
trical Code Committee.

NOTE 4: Representatives ofsubsidiaries of any group are gen­
erally considered to have the same classification as the parent
organization.
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FORM FOR PROPOSA1LS ON WWA mCHNICAL CONlMITlrEE DOCIUMENT§

Mall ~~ Secretary, Standards C@wmw
Nationai Fire Protem®1ll~ti@~ Jl Batte~h Parlk, Qumcy, Massachusetts 02269=gl)101
Fax Noo 61'~'70oJ500

Note: AlJI. proposals must be received! by 5:00 p.m. ESTIlEDST on \the published proposal-closing date.

Ifyou need further inf@IrmadOllil on the SI1andards-makingpr~ please mDUld the
Standards Adm.imstratioll1 Department alt 6170984--7249.

JFOlf fteclmi~ assistance9 please cdI NFPA at 617..773-3000

Please indicate in wmch fOJrllllllat you wish to receive yOW' ROPIlROC: 0 paper 0 eliectromc 0 download
(Note: fu choosing the downnlload opti01rn Y0Ult illlln:e1rnd to view fLhe ROPIROC from oW" website; no copy will be sent to you.)

Dare _....:;.9.:...;/1;.,;;;8;;.,:/9~3~ Name john B. Smith

Compmmy _

Street Addres$ 9 Seattle St., Seattle, WA 02255

10 a) NFPA Doalmentt TRt11le Nationa! Fire Alarm Code NFPA Nco &: Year NFPA 72,1993 ed.

fOR OFFICE USE ONLY

!L@g,-----------

b) SectioDIP~plhl 1-5.8.1 (Exception No.1)

2.. Proposal Recommends~(Clln~k <!DIme) 0 IIll~W ~n

Q~~tGeIDt

III <dlelletedl ~IDt

3. Proposal (include proposeillnew @li' !revised _rdiDg, or identification ofWO~eleted):(Note: Proposed
text sbould be in legislative fOl1'lllIW: ie., use imdencore to <lleIDlOre wommg to be inserted~~an~tbrough to oonote wording to
be deleted (deleted .. a'-g). 1 \ ~ .-.J

~,\, \,...........--~

Delete exception. r \ \ t \~V--~
-"'"'"'1! ~ ;: t ..-A 1

~- ~. 4 ! ; '\ \.--""" !\',
~\j ~:;../! ..

\ \/ I, \ \ ~ ~
!~ "'J 1\ ~ \ \~ i ~ \\ [I '. V

/~.,! ~\o \ \" iV
4.. Statement of lPro~em..mid~:u~ti ~posaI:(Note: State the problem mat will be resolved by yow recommenda­
tion; give the specific reason.,(or yOW' JWP?saI ~~lPies of tests, research papers, fire experience, etc. Ifmore dum 200 words, it may be
abstracted for pUblication.)~ ) L.-...~,;
A properly installed ancl~~ed system should be free of ground faul15. The occurrence of one or more ground
faults should be required to cause a "troub!e" signal because it indicates a condition that could contribute to future
malfunction of the system. Ground fault protection has been widely available on these systems for years and its cost is
negligible. Requiring it on ail systems wm promote better installations, maintenance and reliability.

So lX8 This Proposal iso~mateMo (Note: Original IliWerial is considered to be the submitter's own idea based 0111 or as a result of
bislher OWllll experience, thought, or research ud, w ahe bes~ of hislber llmowledge, is Dot copied from another source.)

Q This Proposal is DOt @rigiIW maieriah ilts OOm'lOO (if DOwn) ii§ m follows: _

Note 1: Type or print legibly i.Jm black ink.
Note 2: JIf supplementary material (photographs, diagmns, reports, eu:.) is included, yOUl may be required to submit sufficient copies for all mem­
bers and alternates of the tedmical committee.

II hereby grant the NFPA all arWijUU righgs in copyright, in this proposal, and I understand that i acquire no
rights lin any pMblication ofNFPA in, which this proposal in this or another similar or analogous form lis used.

9/99B
Signamre (Required)



Mall to: Secretary, Standalfldls C(!J)'W!ll(l:ill!
National FiIre Protection A§§ocJlatiio~ 11 IBS~~~~lln IP~IT'~ QmJfulll~Y9 ~dnue~ lID~gD",~lI.®l1

Fax NOG 6178770..3500
Note: All proposals must be received by 5:00 p.m.lESl'IlEIDST OIl1l ilie ]published jpJroposall..dosill1lg dare.

Jrf you Bleed full1!helf nmOlI"lliMti@llll aJ)Jm Itlln~ ~~lIDtlll~&i",JJmlkBIDlg Jj»IT'~~, ll»ll~ <OOlil~d fr1ln~

Standards AdmJi~tiaJ)rm DeI!D~~lll:ltt ~tt (QiJl.?'..~Mm'1:M~G

For treclmical~~JPlI~ WIl NJFIPlA 2dltt (5)1'",'1"l@c.J$OO

Please indicate in which format you wish to receive your lROlPIlROC: 0 paper 0 electronic 0 downlload
(Note: In choosing the download option you intend to view nhe lROlPllROC from our website; no copy wm be sent to you.)

Date Name 'Ir<efio W«»o _

Company _

Street Addl'ess ~__

Please Indicate Organization Represented (Hi' uy) _

110 a) NFPA Document Tide NIFJIDA N~o & y~IT' _

b) SectionIParagraph _

2. Proposal Recommends: (Cb.~k Ol1B~) OJ IDl~'W ~~

OJ J:rem~ ~%lt

OJ ~~ll~fue<dl ~%lt

IrOIRl Offg~~ UJJ$~ ONlV

l1.©@ ~ _

[Q)~~ rRI®©P@] _

~t Proposal (include proposed new Olf ftmed WOftdlfurft~9 lIDlI' li<dl~HilOO~(cfilIDlill <lDfl 'WoEfdmg ~ ~ deie~)~ (Note: Proposed
text should be in legislative format: i.e., use oodersoore to denote wommg to be mseIrred~~ ud stri!re-througb to dellllOte wonllmg 11:0
be deleted (.le~~ e~).

4. Statement of Problem and Sulbs~mtioImfOlf Plf@JPXll>~~(NOlte: Same ilie probAem iliat will be resolved by yoW' ll'ecommeIllda.­
tion; give the specific reason for your proposal includlmg copies of tests, reseaurch ~ll'S, fue experience, etc. !If more dum 200 woll'ds, it may be
oostracted for publication.)

5. 0 This lPJrOpoStid is origimd Dm~mo (Note: Original material fts oolllSidered to~ W£ submitter's own ideal based on or as 2l resWl1t of
lnislhell' own experience, thought, or research and, to~ best of Ilrls/her knowledge, fts lIlIot copied! from Mother sowrce.)

o This Propooall is H1\ot original ma~rian; li~ OOU!llf<l:~ {lif bo'i%'lID) ~ ~ i(lIDlJll~'W~~ ~ __

Note 1: Type or prilmt legibly in black ink.
Note 2: If supplementary material (photograplhs, diagrams, reports, etc.) is fumcnUllded, yO'll may be required to slllbmilt swncient copies for all mem­
bers and alternates of the technical committee.

I hereby grant the NFPA all aruifull rights in copyright, in this proposal, and 1 understand that II acquire M

rights in any publication 0/NFPA in which this proposal in this or another similar orr tmalogous form is MSed.

Sigmm.nre (Requ.nired)
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1:!1'YES please enroll me as a member of NFPA for the term checked below. Activate all benefits, and ship
my Member Kit including the Benefits Guide, Member Directory, and other resources to help me make the most
of my NFPA membership. Please allow three to four weeks for the kit to arrive.

Name Title _

Organization _

Address _

City State Zip/Postal Code _

Country _

Phone E-mail _

Priority Code: 8J-MIS-1Z

Job Title (check one)

o Architect, Engineer, Consultant, Contractor (C17)
o Facilities Safety Officer (F14)
o Fire Chief, Other Fire Service (A11)
o Loss Control, Risk Manager (L11)
o Inspector, Building Official, Fire Marshal (F03)
o Owner, President, Manager, Administrator (C10)
o Other (please specify): (G11) _

Type of Organization (check one)

o Architecture, Engineering, Contracting (A14)
o Commercial Firm (Office, Retail, Lodging, Restaurant) (G13)
o Electrical Services, Installation (J11)
o Fire Service, Public and Private (AA1)
o Government (C12)
o Industrial Firm (Factory, Warehouse) (C11)
o Institutional (Health Care, Education, Detention, Museums) (B11)
o Insurance, Risk Management (812)
o Utilities (G12)
o Other (please specify): (G11) _

o 1 year ($150)

o 2 years ($270) SAVE $30
o 3 years ($390) SAVE ~60

Annual membership dues include a $45 subscription to NFPA Journa/®. Regular membership in NFPA is individual and
non-transferable. NFPA Journal is a registered trademark of the National Fire Protection Association, Quincy, MA 02169.
Voting privileges begin after 180 days of individual membership. Prices subject to change.

Check One:

o Payment Enclosed (Make check payable to NFPA.)

o Purchase Order (Please attach this form to your PO.)

OBi II Me Later (Not available on International memberships.)

Charge My: 0 VISA 0 MasterCard 0 AmEx 0 Discover
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ADDITTITONAL NOTITClES AND DITSCLAITMlEIRS

1UJPldl~tnrrng oif NIFIPA Docunmerrnts
Users of NFPA codes, standards, recommended practices, and guides should be aware that these documents may be su­

perseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tenta­
tive Interim Amendments. An official NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to detennine whether a given doc­
ument is the current edition and whether it has been amended through the issuance of Tentative Interim Amendments or
corrected through the issuance of Errata, consult appropriate NFPA publications such as the National Fire Codes Subscrip­
tion Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

ITrrntell"JPlll"et~tnorrns olf NIFIPA Doeunmerrnts
A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Com­

mittee Projects shall not be considered the official position of NFPA or any of its Committees and shall not be consid­
ered to be, nor be relied upon as, a Formal Interpretation.

JP>~terrnts

The NFPA does not take any position with respect to the validity of any patent rights asserted in connection with any
items which are mentioned in or are the subject of NFPA codes, standards, recommended practices, and guides, and the
NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such patent rights, and the risk
of infringement of such rights, is entirely their own responsibility.
NFPA adheres to applicable policies of the American National Standards Institute with respect to patents. For further
information, contact the NFPA at the address listed below.

L~ws &. IRegunll~tnorrns

Users of these documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by
the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compli­
ance with applicable laws, and these documents may not be construed as doing so.

Copyll"ftglrnts
This document is copyrighted by the NFPA. It is made available for a wide variety of both public and private uses.

These include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and
the promotion of safe practices and methods. By making this document available for use and adoption by public au­
thorities and private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adoption by reference. The term
"adoption by reference" means the citing of title, edition and publishing information only. Any deletions, additions,
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist
NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention:
Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA documents, contact NFPA at the address below.

lFoll" lFunn-tlrnen- ITrrnlfon-m~tnorrn

All questions or other communications relating to NFPA codes, standards, recommended practices, and guides and
all requests for information on NFPA procedures governing its codes and standards development process, including in­
formation on the procedures for requesting Formal Interpretations, for proposing Tentative Interim Amendments, and
for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, ad­
dressed to the attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA
02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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