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	STATE BUILDING CODE REGULATIONS – 2007
	1.
	Building Code
	SBC-1-2007
	2..
	One and Two Family Dwelling Code
	SBC-2-2007
	3.
	Plumbing Code
	SBC-3-2007
	4.
	Mechanical Code
	SBC-4-2007
	5.
	Electrical Code
	SBC-5-2006
	6.
	Reserved
	7.
	Reserved
	8.
	Energy Conservation Code
	SBC-8-2007
	9
	Enforcement and Implementation Procedures for Projects Under the Jurisdiction of 
	The State of Rhode Island
	SBC-9
	10.
	Code Interpretations
	SBC-10
	11.
	Certification of Building Officials, 
	Building, Electrical, Plumbing and Mechanical Inspectors
	SBC-11-2002
	12.
	New Materials and Methods of Construction
	SBC-12
	13.
	State Building Code for Existing Schools
	SBC-13
	14.
	Reserved
	15.
	Reserved
	16.
	Reserved
	17.
	Public Buildings Accessibility Meeting Standards
	SBC-17
	18.
	Native Lumber
	SBC-18
	19.
	Fuel Gas Code
	SBC-19-2007
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	Chapter 1
	Chapter 2
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	Chapter 3
	R313  Delete R313 Smoke Alarms and substitute the following:

	Chapter 4
	TABLE NO R-402.2
	TABLE R403.1
	Conventional light-frame construction


	Chapter 6
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	Chapter 7
	Chapter 8
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	Chapter 9
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	Chapter 10
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	Chapter 11
	Chapter 14
	M 1401.3 Delete M1401.3 and substitute the following:
	M 1401.3 Sizing.  Heating and cooling equipment shall be sized based on building loads calculated in accordance with ACCA Manual J or other approved heating and cooling methodologies.  To recognize equipment sizing availability and to provide for future additions, equipment shall be sized so as not to exceed 150% of the submitted building load calculations.
	M 1411.4 Delete M1411.4 and substitute the following:
	M 1411.4 Insulation of refrigerant piping.  Piping and fittings for refrigerant vapor (suction) lines shall be insulated with insulation having a thermal resistivity  of at least R=3.0 hr. – ft2. oF/BTU and having external surface permeance not exceeding 0.05 perms [2.87 mg./ ( s.m2Pa)] when tested in accordance with ASTME 96.
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	Chapter 15
	Delete Exception 2 - M1502.6 Duct length and substitute the following.
	Exceptions: 2.  Where large-radius 45-degree (0.8 rad) and 90-degree (1.6 rad) bends are installed, determination of the equivalent length of clothes dryer exhaust duct for each bend by engineering calculation shall be permitted.. THIS PAGE LEFT INTENTIONALLY BLANK

	Chapter 16
	M1601.3.1 Add the following exceptions to M1601.3.1
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	Chapter 18
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	Chapter 25
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	Chapter 29
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	Appendices
	Appendix E



	Appendix G
	Add the following new Section AG 103.3 Water Treatment
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	Add the following new Appendix AA
	APPENDIX AA
	AA 100  HIGH WIND PRESCRIPTIVE DESIGN
	AA 202 Roofs
	AA 203 Walls




